e Original Qriginal Original Original  swmseemmemmmeanaan

27-5

Original - White County of Westchester ApplicationNo. .......... ...

Duplicate Original - Canary Department of Public Works Co.Road No. - oo

Triplicate Original - Blue 148 Martine Ave., Rm. 522 Date

, White Plains, New York 10601 e
‘ : DO NOT WRITE IN THIS SPACE
APPLICATION FOR PERMIT TO DO WORK ,
ON AND WITHIN A COUNTY ROAD AREA
(To be Executed in Triplicate)
To the County of Westchester
Department of Public Works:
Application is hereby made for permission, nnder the Westchester County
Administrative Code, to enter upon, construct, or open a road constructed or improved on
the County Road System of Westchester County as follows:
L ADPH AR .. .. e et
U 3 G S Phone No i e i e
T -3¢ o 2o T« S Co.Rd.No.o...ov.ts
: (Name) (Municipality)

4, Location OB ROAA . ..ottt it e e R PR
5. Maximum size of opening allowed. . .. ... ... .. i i i i i e Depth ..o.vvevviiiviivnns
6. Worﬁ to be 'started ........................................ To be completed . ..... e e e e R
7. Ispavementtobedisturbed? ... ... ... il 1650, WHAtIYPe « o vovven et
8. Puzposeoprp}ication.....‘.‘......; ..................................................... e et s s

......................................................................................................................

R R I R I R R R R R R N I I S R T I

9. Attach 3 copies of a sketch showing location of work, size of openings, and giving distance to nearest strest intersection.

10. State Owner for whom work is being performed:

(Owner) (Address)
STATE OF NEW YORK S8
COUNTYOF .. i iritricnnnnencnaanannnes
............................................................................................... being duly sworn, deposes and
SAYS A B 38 . L o o ottt e e e e et e s m e of the Permittee hexein named; that all insarance requited by

the New Yok State Workmen's Cf)mpensanon and }Lixsabﬁny Laws has been secured, and the provisions of said Laws will be applied with during the life of this peomit,

until he has fnlly and completely complied with all the terms and provisions of the provisions of the aforesaid Laws.
3 peomit is granted, T hereby agree to comply with all terms, covenants and conditions hereinafier set forth which are attached to and form part of the permit, and to

westore the road fo its original condition, in accordance therewith.

Swom tobeforemethis. .. ..o .o e e e e e a e e e ey
’ Applicant’s Sigpatore & Title

............. dayof ... i 20 e e '

Notary Public, County of . ... ... i it ie e i i s

THE PERMIT WILL BE GRANTED SUBJECT TO THE FOLLOWING TERMS, COVENANTS AND CONDITIONS

All applicants for County Permts shall file with the Permit Agent, 148 Martine Ave., - Rm. 522, White Plains, New York, New
York State Workmen’s Compensation Board Standard Forms ©-105.2 and DB-120.1 as proof of complisnce with the Workmen'’s Compensation and Disability Benefits Laws.
¥ an applicant or holder of 2 penmit represents that e is not required 1o carry either s Workmen's Compensation policy or a Disability Benefits policy or both, New
York State Workmen’s Compensation Board Standard Form C-105.21, in duplicate, shall be filed with the Permit Agent.
Section 57 of the Workmen's Compensation Law and Section 220, Sobdivision 8 of the D:sabﬂ:ty Benefits Law provide that a permit shall not be issued unless the

sbove prevequisites are satisfied,
{Over) P A
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(1) The term “Commissioner” shall mean the Commissioner of Peblic Woa'ks of the County of Westichester or his authorized representative.

{ 2) The term “Permittee” shall mean the party obtaining the permit or his or its duly authorized agenxs or representatives, and smust be the peson , fivm, corporation,
district, or municipality actually performing the work.

{3) The permit shail not be assignad or transferred except vpon the written consent of the Commissioner.

{4) The work authorized by the permit shall be done 1o the complete satisfaction of the Commissioner. In replacement of pavements, the Standard County Specifications
therefor shall be followed as mose particularly set forth in Section 4 hereof,

( 5) Written notice except in emergencies shall be given by said Permittee to the Commissioner at least forty-eight (48) hours in advance of the date when the work of
constraction is to commence.

{ 6) The Permittee shall indemnify and save harmless the County, local municipality and iroprovement district from all clabms, liens, suits, Foss or damage of every kind
whatsoever, whether direct or indirect , which may arise by reason of the granting of this permit.

(73 The Permitice agrees, in consideration of the granting of the permit, that any present or future damage, Injury to or disturbance of the highway, its pavements, slopes or
gutters, caused by placing of any structures pursuant to the teems of the permit, shall be immediately repaired by the Permitice at his or its own expense and to the satis-
faction of the Commissioner.

{8) The Permitice agrees to pay all necessary expenses that may be incurred by the County in connection with the work to be done under the permit, which payment shall
be made within ten (10) days after the sending of a staternent of expenses as certified by the Commissioner and, if not paid by the Permittee, the said expenses shall be
deducted from the deposit as herein otherwise provided for Where wotk of an extepsive or difficult natwe is involved the Permittes may be required to pay the costs
of a foll or part time Inspector to be designated by the Commissioner to inspect the work for the purpose of protecting the County's interest.

{9) I case the final pavement has not been placed when opening is made, where the road improvement is under contract, the Pasmittee agrees to reimburse the road
contractor for such additional costs of reinforcing steel in pavement, when placed , as are required by the Commissioner.

(10) The Commissioner reserves the right to revoke or cancel the permit at any time should the Permittee fail to comply with say of the terms, agreements, covenants and
conditions thereof.

(11) A fully executed copy of this permit must be in possession of the parties actually doing the work. It must be exhibited on demand to the Commissioner or his
representative.

(12) The permit does not grant permission for connections to water or sewer mains, efc. Such permits must be obtained from the local municipality or improvement district
prier to and in addition to permit for street openings applied for herewith,

(13} Vehicular traffic shall be maintained on any section of the road disturbed by the Permittee at alf times during the term of thds perit.

(14) The contractor assumes all risks in the operation covered by the permit and shall be solely responsible and answerable in damages for all accidents or mjunas 1]
person or property of whatsoever kind and natare, whether direct or indirect, arising out of zny operations under the permit, even though said accidents or injuries to
person or property mre or may be due, in whole or in part, to the County of Westchester, its agents, servants or employees.

SECTION 4. THE WORK TO BE DONE AND PERFORMED PURSUANT TO THE PERMIT SHALL BE
DONE ACCORDING TO THE FOLLOWING SPECIFICATIONS AND CONDITIONS:

{1) All locations and time of performing the work shall be approved by the Commissioner.

{2) The Permittes shall arrange his or its work so as to canse a miniroum of inconvenience and delay to vehicular traffic. The Commissioner reserves the right to order the
removal of any and/or all ebstructions to traffic on Saturdays, Sundays, Holidays and other periods of nnusually heavy traffic vohrmes. The permittee shall erect and
maintain suitable barricades to adequately delineate and protect the site during and in which his or #s work is in progress. ‘Warning flags, signs, flashing yellow lghts
and watchmen shall be provided as necessary. Bxcavated materizl should be stored in neat piles, so placed-as to cause the least interference with the use of the
roadway or sidewatks. Where the free flow of uaffic is interfered with, the permittce shall piace and maintain traffic control devices pursuant to provisions of
sections 1680 and 1682 of the New York State Vehicle and Traffic Law. All traffic control associated with maintenance, repair, and constmction, within the highway
limits, shall be carried out in accordance with standards set forth in the New York State Manual of Uniform Traffie Control Devices, latest revision. The Commissionss
reserves the right to order the correction of any unsafe condition and the inseallation of additional signs, lights or other traffic control devices.

(3} Unless otherwise permitted, tight sheathing at least two (2) inches in thickness shall be placed in all trenches having a depth in excess of four (4) feet and within three
(3} feet of any pavement or other highway steectare which is proposed to remain in place except where sxcavation is in rock. Sheathing shall be secmwely fasteped in
place with whalers and braces duting all operations and shall be driven to a depth one (1) foot below the lowest part of the structure proposed to be installed as the
excavation progresses. In all such excavations having a depth in excess of six (6) feet, such sheathing shall be left in place with a cotoff line eiglueen (18) inches below
ground suxface. In the trenches having a depth of more than three (3) feet and fess than six (6) feet the sheathing shall be left in place if ordered by the Commissioper
of Public Works. Sheathing may be omitizd when permitted by the Commissioner if the edge of the proposed trench is offset from the nearest edge of the pavement o1
other structure by a distance at least equal to the vertical depth of the trench as measured from the highest point of the adjacent pavement or structore.

(4) Backfilling around completed structures siall be made of selected material, free from loose stones, as soon as the structure has attained sufficient strength to preclude
injury and shall be made in successive borizontal layers not exceeding six (6) inches in depth. Bach layer shall be thoroughly compacted by taraping to the satisfac-
ton of the Commissioser. No frozen material shall be used in the backfill. Special care shall be taken to thoroughly compacttheperﬁnndizecﬁywder;h&
haunches, around the sides and for a depth of one (1) foot over pipes or ducts. No rock shall be placed in the backfill within twelve (12) inches of u pipe or duct. H
permitted by the Cormmissioner, the backfilling of wenches may be thoroughly puddled by depositing the earth in water. No backfilling of trenches by scrapers or othet
machinery will be allowed except that on longiudinal trenches outside the pavement limits; the use of power backfitlers mounted on pneumatic sres may be used §
provisions are made for adequate compacting of filled material. The work shall be so carxied on that not over 300 linear feet of trench shall remain open af any time.
unless otherwise authorized by the Commissicner.

(5) Al surplus excavated material and debris shall be cleaned up and removed from the site of the work upon the completion of work by the Permitiee, leaving the site of
the work in a neat and oxderly condition.

( 6) Where topsoil, sceded areas or sod are dishorbed in the excavating, Permittce shall restore the ground surfaces to the same conditions.

{ 7) Manhole covers, frames and other structures placed within the roadway shall be of safficient weight and strength and a suitable type and stability approved by the
Comumissioner and shall be set flush with the serface of the pavement.

(&) The Permittee shall repair and maintain at his or its expense any present or future disturbance of a roadway and pavement which may have been cansed by work donc
pursuant 1o the terms of the permit herein, said matetenance to cover a period of thirty (30) days after completion of the work.

PA
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{9y All small pipes or conduits crossing roadway pavements shall, wherever possible, be driven beneath the pavement, without disturbances to the surface. Such pipes or
conduits shall be enclosed in sleeves or larger pipes so that required replacement may be made in the future without disturbance to the pavement. For the purpose of
driving such pipes or condnits, no opening of trench shall be made closer than two (2) feet 1o the edge of the pavement. Tunneling order the pavement is prohibited.
Driving of pipes or conduits having a dimension greater than eight (8) inches shall be permitted only under such special terms and conditions as the Commissioner
may prescribe.

(10) Permanent restoration of the finished pavement shall not be made untif complete settlement of the trench backfill shall bave taken place, as directed by the Comrmissioner.
Immediately after backfilling the trench, an acceptable temporary repair of cold patch, bifuminous macadam or other acceptable flexible pavement material shall be
placed which shall be maintaised even with the roadway surface until permanent testoration of the pavement is ordered by the Commissioner. If ordered by the
Commissioner, cement concrete may be substituted for bituminous rmaterjals in temporary replacements.

(11 At such times as directed by the Commissioner, the permanent replacement of pavement shall be made under the supervision and inspection of the Comumissioner, as
follows:

(A) On CONCRETE PAVEMENTS, which become undermined or broken, the slabs shall be completely replaced on a prepared foundation with retnforced concrete nine
(9) in. thick in the proportion of 1:2:3 1/2 wsing High Early or Quick Setting Cemznz mixed by machine for at least 2 minutes. Materials and proportioning of
aggregate shall be inspected and approved by the Commissioner.

When cross-trenches are excavated vextically, withont undercutting the concrete pavements, the slab shall be neatly cut back a distance of at least two (2) feet on
each side of the outer walls of the trench and replaced with a reinforced concrete patch. Where any portion of a patch is nearer than eight (8) feet from an expansion
Jjoint, the patch shall be extended to the joint. Where longitodinal renches have been made in concrefe pavements, the entire skab shall be replaced.

In any event the new patch must rest upon undisturbed subgrade for at least two (2) feet in all directions from the excavated aren, and must be at least tea (10)
feet long as measured paralle] to center line of the pavement. In removing portions of slabs or meinforced concrete, cste shall be taken net fo remove afl the
reinforcing metal, New reinforcing shall be cavefully tied and bonded to old reinforcing steel when making restorations. All reinforcerment shall be 3/8” constraction
bars, spaced 147" in each direction. Approved premoulded expansion joints shall be inserted where directed and all construction joints shall be poured with an accept-
able asphaltic material. The concrete shall be completely wetted after placing and covered with six (8) inches of hay and kept confinuously saturated for ten (10) days.
The use of an approved high early- strength cement placed under spproved methods, roay be required by the Commissioner for certain concrete pavement replacements
where the delay and inconvenience to traffic is of snificient importance to warrant same. Satisfactory curing of the concrete is of the greatest importance.

{B) On WEARING SURFACE PAVEMENTS (Asphaliic Concrete and blacktops, Granite blocks, Asphalt Blocks , Brick, ete.) a concrete foundation cight (8) inches in
thickness shail be placed on a prepared foundation, in the proportion of 1:2 1/2:5, using High Early or Quick Setting cement in the same manner as reinforced concrete
pavements. The concrete shall be reinforced with approved wire mesh 3/8” reinforcing bars, placed 2" above bottom of concrete. This replacement shall cover an area
for a distance of not less than two (2) feet on each side of the outer walls of the trench as excavated and must be at least ten (10) feet long as measured parallel to
center line of pavement. This concrete fonndation shall be completely wetted after placing and kept covered with six (6) inches of hay and kept continuously saturated
for eight (8) days. After this curingis completed, a wearing surface equivalent to pavement removed shall be placed in accordance with Standard County Specifications,
as directed by the Commissioner.

At the option of the Permittee the requirement of steel reinforcement is hereby rescinded provided the thickness of the concrete nader (a) shall be elevea (11}
inches and nnder (b} ten (10) inches.

{Cy On MACADAM PAVEMENTS, the seplacement shall be the same as for wearing surface pavements, section (b).

(12) The permittee shall replace or restore satisfactorily to the Commissioner of Public Works any pavement or other structure which may have been damaged during the
progress of the work for which the permit was issued even though such pavement or structure was not proposed 1o be dzs‘mrbed at the time of the gyanting of the
permit.

Section 5. All applications and permils shall be in the form prescribed by the Commissioner of Public Works and shall be executed in triplicate by the applicant,

sworn to before 2 person qualified to administer caths and shall set forth the amount of deposit accompanying said permit, together with a statement saving the
County harmless for any claims of whatever nature arising out of the conduct of the work to be performed under the pertit,

Section 6. If the character of the restoration work is not covered by the specifications herein, the Commissioner of Public Works shall prepare such additional
specifications, safeguards, and conditions as may be required to be done and performed by the applicant.

Section 7. STORING BUILDING MATERIAL AND BQUIPMENT . ON COUNTY ROADS: If in the conrse of building operations on adjacent property
it becomes necessary  to store building materials or equipment upon any County Road or portion thereof, an application for & permit therefor must be made, subject
to the following terms and conditions:

In no case shall the area of the pavement used for such storage exceed in width twenty percent of the total width of the paverent or in length one hundred (100)
feer. Such matedals or equipment as may be stored shall be neatly piled or placed, protected with adequate barricades and illuminated, except during the daylight
bours, with red lontems or flares, spaced at intervals of not more than ten (10) feet. Appropriate warning signs and flares shall be kept constantly in position fhree
tnndred (300) feet distant from the space occupied 2s a warning to approacking vehicles,

No building material or equipment shall be placed npon the pavement closer tham ten (10) feet to any hydrant nor upon any manhole, valve or catch basins nor s
as to interfere in any way with proper drainage vpon the highway.

Section 8. RULES AND REGULATIONS REGULATING THE OPERATION OF HEAVY CONSTRUCTION EQUIPMENT, INCLUDING TRACTORS,
POWER SHOVELS, ROLLERS, TRANLERS, GRADERS AND OTHER MACHINERY WHICH DO NOT OPERATE ON PNEUMATIC TIRES:

No construction eqaipment, excepting trucks, shall operate on or be hasled over any County Road unless same shall be equipped with pneumatic tires or mounted
apon a pnewmptic tired tratler unless a permit therefor shall have been first obtained from the Commissioner of Public Works. Said permit shall oot be construed a8
a waiver of the provisions of the Vehicle and Traffic Law or any Jocal ordinance relative thereto. Said permit shall provide ameng other things that:

() Each such vehicle when operated on a County Road shall be operated upon planks, mats or other saitable cushions, acceptable to and approved by the Commissioner
of Pablic Works.

(b} A competent flagman shall at all times be placed at Jeast two hundred (200 feet distant from the operating equipment to warn approaching vehicles,
{c) Adequate barricades and warning sigos shall be evected to protect the traveling public.
(d) Any damage resulting from the operation of the eqaipment shall be repaired by the Permittes to the satisfaction of the Commissioner of Public Works.

Section 9. SHADE TREES: No person, firm or corporation shall plant, remove, trim, damage or otherwise alter any shade tree or planting on any County Rsad
outside of cities or villages without first obtaining approval thereof in writing from the Commissioner of Public Waerks.

PA
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. DRIVEWAY & CURB WORK

Section 10

{2} In lowering corb for driveways, only bluestone, granite, or integral corb will be allowed to be cut. All concrete curb must be removed and replaced with new concret
curbing to be the required height.

{b) On shoulder soads, the grade of driveway at the property line shonld be the same elevation as the Center line grade of the road. Modification of this may be allowed
specifically permitted by the Commissioner.

(c) Driveway entrance shall not begin within five (5) feet of the poim where the prolongation éf the property line meets the edge of the pavement.

(d) Single family residences are restricted to a single 12 - 18 foot driveway. No more than two points of ingress or egress to a County Road from a single commercial ¢
industrial establishment will be permitted. Neither of the foregoing shalf be more than 30° wide measured at the pavement edge, wless special approval is obtaine
from the Commissioner. The Commissioner reserves the right, however, to require the constraction of acceleration and deceleration laves together with
channelization at certain types of high traffic volume generating facilities.

(e) Driveways crossing sidewalks shall be constructed in accordance with the specifications of the local municipality.
(f} Wherever a driveway apron is installed, the area from the pavement 1o the property line shall be paved to the satisfaction of the Commissioner.

Section 11. EXCEPTIONS: Nothing in these rules and regulations shall be construed to restrict or prevent the constnction, maintenance or repair of any sidewalk
by a municipality usder laws and ordinances applicable thereto except in those operations of construction, maintenance or repair where the use of any portion of th
pavement of a County Road is affected or restricted or to restrict or prevent the adoption and enforcement of Jocal municipal traffic control ordinances, rules am
regulations not inconsistent with the provisions of Chapter 605 of the Laws of 1941, and/or subsequent revisions.

{13) The Permittes hereby deposits with the Commissionerthesumof $..... ... 0 ciiiiiiiiiiiinnsw as secunty for the faithfal performance of al the terms,
covenants and conditions on his part to be done and performed, which said sum sha.ll be retmned by the Comunissioner until at least 30 days after the date of fina
completion and acceptance by the Comunissioner of the woik to be done and performed pursuant to the terms of this permit. Upoen the failure or default by the
Permittee of any of the terms, covenants und conditions on his part to be done and performed said deposit may be used by the County of Westchester for any expenst
incurred by the County of Westchester by reason of such failure or default on the part of the Permittee. The Permittee agrees that such expenses as certified by the
Commissioner shall be binding upon said Permitee.

(14) The Commissioner by issuing this permit asstmes no lability on his part or on the part of The County of Wesichester and the Permittee shall be solely liable for al
acts done or to be done pursuant to same.

(15) In addition to the above conditions, the Permittee shall conform to the following specxal Tequirements for the work permatted:

SPECIAL CONDITIONS

Approval and consent (o grant the permit is hereby given by the duly authorized municipal representative,

HName and ‘Tide Municipality " Date

{To be exeeuied by Contractor, i road iz under constroction)

Name and Title Firm or corporation Date

If this application is accompanied by deposit, state name and address to whom refund is to be made.

DATED . .. ... e 20.. .. By e e e i
Supt. of Road Mainienance P A
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Original - White County of Westchester ApplicationNo. - ......... ...

Duplicate Original - Canary Department of Public Works Co.Road No. « oo oo

Triplcate Original - Blue 148 Martine Ave., Rm. 522 Date

. White Plains, New York [060L DA
' : DO NOT WRITE IN THIS SPACE
APPLICATION FOR PERMIT TO DO WORK .
ON AND WITHIN A COUNTY ROAD AREA
{To be Executed in Triplicate)
To the County of Westchester
BDepartment of Poblic Works:
Application is bereby made for permission, under the Westchester County
Administrative Code, to enter upon, construct, or open a road constructed or improved on
the County Road System of Westchester County as follows:
LApplicant ...t iiiininnen e e
e AGIIEES . e e e et aa e Phone No.. .. cvvneiii i
3. Mame of Road L. oo i e e e e e e e e aas Co.Rd.No..........
. (Name) (Municipality}

4. Location on Road ................. e
5. Maximmum size of opening allowed. . .. ... oL e i Depth ...nien i
6. Work tobe Started. . . ..o v ettt To be completed .. . . ..
7. Tspavementtobedisturbed? . .. ... i e If80, What §7pe .. oot nn i it i it it
8. Purpose of ADPICAtON L. ...t ittt it it it ettt e e e e e e e et e e e e e e e,

....................................................................................................................

9. Attach 3 copies of a sketch showing location of work, size of openings, and giving distance to nearest street intersection.

10. State Owner for whom work is being performed:

....................................................................................................................

COUNTYOF oo e

............................................................................................... being duly sworn, deposes and
sayS that MBS . . oL o e e e of the Permittee hexein named; that all inserance required by
the New York State Workmen's Compensation and Disability Laws has been secured, and the provisions of said Laws will be applied with during the life of this permit,

until he has fully and completely complied with all the terts and provisions of the provisions of the aforesaid Laws.
I permit is gram'ed, 1 hereby agree to comply with all terms, covenants and conditions hereinatier sot forth which are aitached to and form part of the permit, and o

restore the road to its original condition, in accordance therewith,

Swom tobefore methis . ... ot it e e e e i
' Applicant's Signatare & Title

.................................................

THE PERMIT WILL BE GRANTED SUBJECT TO THE FOLLOWING TERMS, COVENANT S AND CONDITIONS
All applicauts for County Permits shalf file with the Permit Ageat, 148 Martine Ave,, - Rm. 522, White Plains, New York, New
York State Workmen's Compensation Board Standard Forms C-105.2 and DB-120.1 as proof of compliance with the Workmen’s Compensation and Disability Benefits Laws.
1f an applicant or holder of & perwit represents that he is not required to carry either a Workmen’s Compensation policy or 2 Disability Benefits policy or both, New

York State Workmen’s Compensation Board Standard Form C-105.21, in duplicate, shall be filed with the Permit Agent.
Section 57 of the Workmen’s Compensation Law and Section 220, Sobdivision 8 of the Dzsabihiy Besefits Law provide thaf a permit shall oot be issued unless the

above prerequisites arg satisfied.
RM
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{ 1) The term “Commissioner” shall mean the Commissioner of Public Works of the County of Westchester or his authorized representative,

(2) The term “Permittce” shall mean the party obtaining the permit or his or its duly authorized agents or representatives, and must be the person , firm, corporation,
district, or municipality actually performing the work.

{3) The perrait shall not be assigned or transferred except upon the written consent of the Comanissioner.

{4) The work authorized by the permit shall be done to the coraplete satisfaction of the Commissioner. In replacement of pavements, the Standard County Specifications
therefor shall be followed as more particolarly set forth in Section 4 hereof.

{ 5y Written notice except in emergencies shall be given by said Permittee to the Commissioner at least forty-eight (48) hours in advance of the date when the work of
construction is to commence.

{ 6} The Permyittes shall indemnify and save hanmless the County, local municipality and improvement district from al claims, liens, suits, Ioss or damage of every kind
whatsoever, whether direct or indirect , which may arise by reason of the granting of this permit.

(7 The Permitiee agrees, in consideration of the granting of the permit, that any present or fumure damage, injury to or disturbasice of the highway, its pavements, slopes or
gutters, caused by placing of any structures pursuant to the teoms of the permit, shall be immediately repaired by the Permittee at his or its own expense and to the satis-
faction of the Commissioner.

(8) The Permitiee agrees to pay all necessary expenses that may be incurred by the County in connection with the work o be done under the permit, which payment shall
be made within ten (10) days after the sending of a stafement of expenses as certified by the Conumissioner and, if not paid by the Permitiee, the said expenses shall be
deducted from the deposit as herein otherwise provided for. Where work of an extensive or difficult nature is involved the Permittee may be required to pay the costs
of a full or part thme Inspector (o be designated by the Commissioner to inspect the work for the purpose of protecting the County's interest.

(9) In case the final pavement has not been placed when opening is made, where the road fraprovement is under contract, the Permitiee agrees to reimburse the road
contrackor for such additional costs of reinforcing steel in pavement, when placed , as are required by the Commissioner

{10) The Commissioner reserves the right to revoke or cancel the permit at any {ime should the Permittee fail to comply with say of the terms, agreeraents, covenants and
conditions thereof.

(11) A fully executed copy of this penmit must be in possession of the parties actually doing the work. Xt must be exbibited on demand to the Commissioner or his
representative,

(12) The permit does not grant permission for connections to water or sewer mains, etc. Such permits nmst be obtained from the local mmnicipality or improvement district
ptior to and in addition to permit for sereet openings applied for herewith.

{13y Vehicular fraffic shall be maintained on any section of the road disturbed by the Permittee at all imes during the term of this permit.

(14) The contxactor assumes all risks in the operation covered by the permit and shall be solely responsible and answerable in damages for all accidents or injudes to
person or propesty of whatsoever kind and nature, whether direct or indirect, arising out of any eperations under the-permit, even thoegh said accidents or injuries to
pexrson or property are or may be due, in whole or in pat, to the County of Westchester, its agents, servants or employees.

SECTION 4. THE WORK TO BE DONE AND PERFORMED PURSUANT TO THE PERMIT SHALL BE
DONE ACCORDING TO THE FOLLOWING SPRCIFICATIONS AND CONDITIONS:

¢ 1) All locations and tixee of performing the work shall be approved by the Commissioner.

(2) The Permittes shall arrange his or its work so s to cause a minimen of inconvenience and delay to vehicular traffic. ‘The Commissioner reserves the right to order the
removal of any and/or all cbstructions to traffic on Saturdays, Sendays, Holidays and other periods of unusually heavy traffic volomes. The permittee shall erect and
maintain suitsble barricades to adequately delineate and protect the site during and in which kis or its work is in progress. ‘Waming flags, signs, flashing yellow lights
and watchmen shail be provided as necessary. Excavated maierial should be stored in neat piles, so placed- as to cause the least interference with the use of the
roadway or sidewalks. Where the free flow of taffic is interfored with, the permittee shall place and maintain traffic control devices pursnant to provisions of
sections 1680 and 1682 of the New York State Vehicle and Traffic Law. All traffic control gssociated with maintenance, repair, and construction, within the highway
limits, shall be carried out in accordance with standards set forth in the New York State Marmal of Uniform Traffic Control Devices, latest revision. The Commissioner
reserves the right fo order the correction of any unsafe condition and the installation of additiomal signs, lights or other traffic control devices.

(3) Unless otherwise permitied, tight sheathing af least two (2) inches in thickness shall be placed in all trenches havmg a,depm in excess of four (4) feet and within three
{3) feet of any pavement or other highway stractare which is proposed to remain in place except where excavation is in rock. Sheathing shall be securely fastened in
place with whalers and braces during all opemnons and shall be driven to 2 depth one (1) foot below the lowest part of the structure proposed to be installed as the
excavation progresses. In all such excavations having a depth in excess of six (6} feet, such sheathing shall be left in place with a cutoff line sighteen (18) inches below
ground surface. In the trenches having a depth of more than three (3) Feet and less thar six (6) feet the sheathing shall be left in place if ordered by the Commissiones
of Public Works. Sheathing may be omitted when permitied by the Commissioner if the edge of the proposed trench is offset from the nearest edge of the pavement o

- other structure by a distance at least equal to the vertical depth of the trench as measured from the highest point of the adjacent pavement or structure.

{4y Backfilling around completed structures shall be made of selected material, free from loose stones, as soon as the structure has attained sufficiént strength to preciude
injury and shall be made in successive horizontal layers not exceeding six (6) inches in depth. Each layer shall be thoroughly compacted by tamping to the satisfac-
tion of the Commissioner. No frozen material shall be used in the backfill. Special care shall be taken to thoroughly compact the portion d‘m:cﬂy under the
haunches, around the sides and for a depth of one (1) foot over pipes or ducts. No rock shalf be placed in the backfill within twelve (12) inches of a pipe or duct. I
permitted by the Coramissioner, the backfilling of trenches may be thoroughly puddled by depositing the earth in water. No backfilling of trenches by scrapers or othes
ﬁminﬂay will be allowed except that on longitudinal trenches ontside the pavemnent limits; the use of power backfillers mounted on pneurnatic tires may be used if
provisions are made for adequate compacting of filled matedal. The work shall be so carried on that not over 300 linear feet of trench shall zemain open at any time.
unless otherwise asthorized by the Commissioner.

{5) Al surplas excavated material and debris shall be cleaned up and removed from the site of the work upon the completion of work by the Pesmittee, leaving the site of
the work in a neat and orderly condition.

{ 6) Where topsoil, seeded areas or sod are disturbed in the excavating, Permittee shall restore the ground susfaces to the same conditions.

7y Manhole covers, frames and other strachures placed within the roadway shall be of sufficient weight and strength and 2 suitable type and stability approved by the
Commisstoner and shall be set flush with the surface of the pavement.

{8y The Permittes shall repair and maintain at his or its expense any present or foture distarbance of a roadway and pavement which roay have been camsed by work done
pursuant o the terms of the permit herein, said maintenance to cover 4 period of thirty (30) days after campletion of the work.
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(%) Al small pipes or conduits crossing roadway pavements shall, wherever possible, be deiven beneath the pavement, without disturbances to the surface. Such pipes or
conduits shall be enclosed in sleeves or largﬁ pipes so that required replacement may be made in the future without distorbance to the pavement. For the purpose of
driving such pipes or conduils, 10 opening of trench shall be made closer than two (2) feet 1o the edge of the pavement. Tunneling under the pavernent is prohibited.
Driving of pipes or conduits baving a dimension greater than eight (8) inches shall be permitted only under such special terms and conditions as the Commissioner
may prescribe.

(10) Penmanent restaration of the finished pavement shall not be made until complete settlement of the trench backfill shall have taken place, as directed by the Commissioner.
Tmmediately after backfilling the trench, an acceptable temporary repair of cold patch, bituminous macadam or other acceptable flexible pavement material shall be
placed which shall be maintained even with the roadway surface until permanent restoration of the pavement is ordered by the Commdssioner. If ordered by the
Comunissioner, cement conerete may be substituted for hitaminous materials in temporary replacements.

(11) At such times as directed by the Commissiones, the permanent replacement of pavement shall be made under the supervision and inspection of the Commissioner, as
follows:

(A) On CONCRETE PAVEMENTS, which becoms undermined or broken, the slabs shalt be completely replaced on a prepared foundation with reinforced concrete nine
(9) in. thick in the proportion of 1:2:3 1/2 using High Early or Quick Setting Cemsm mixed by machine for at least 2 minutes. Materials and proportioning of
aggregate shall be inspected and approved by the Commissioner.

When cross-trenches are excavated vestically, withont undercutting the concrete pavements, the slab shall be peatly cut back a distance of at least two (2) feet on
each side of the outer walls of the trench and replaced with a reiaforced concrete paich. Where any portion of a patch is nearer than eight (8) feet from an expansion
joint, the patch shalt be extended to the joint. Where longitudinal trenches have been made in concrefe pavements, the entire slab shall be replaced.

Iu any event the new patch must rest upon undisturbed sebgrade for at least two (2) feet in 2all directions from the excavated ares, and must be at least ten (10)
feet long as measured parallel to center line of the pavement. ln removing portions of slabs or seinforced concrete, caie shall be taken not to remove all the
reinforcing metel. New rsinforcing shall be carefully ded and bonded to old reinforcing steel when making restorations. All reinforcement shall be 3/8” construction
bars, spaced 14" in each direction. Approved premoulded expansion joints shall be inserted where directed and all construction joints shall be poured with an accept-
able asphaltic material. The concrete shail be completely wetted after placing and covered with six (6) inches of hay and kept confinuously saturated for ten (10) days.
The use of an approved high early- strength coment placed under approved methods, may be required by the Commissioner for certain concrete pavement replacements
where the delay and inconvenience to traffic is of snfficient importance to warrant same. Satisfactory curing of the concrete is of the greatest importance.

(B) On WEARING SURFACE PAVEMENTS ({Asphaltic Concrete and blacktops, Granite blocks, Asphalt Blocks , Brick, etc.) a concrete fonndation eight (8) inches in
thickness shall be placed on a prepared foundation, in the proportion of 1:2 1/2:5, using High Barly or Quick Setting cement in the same manxner as reinforced concrete
pavements. The concrete shall be reinforced with approved wize mesh 3/8” reinforcing bars, placed 2” above bottom of concrete. This replacement shall cover ap area
for a distance of not less than two (2) feet on each side of the outer walls of the french as excavated and must be at least ten (10) feet long as measared parallel to
center line of pavement. This concrete foundation shall be completely wetted after placing and kept covered with six (6) inches of hay and kept continuously satorated
for eight (8) days. After this curing is completed, a wesring swrface equivalent to pavement removed shall be placed in accordance with Standard County Specifications,

as dirccted by the Commissioner.
At the option of the Permittee the requirement of steel reinforcement is hereby rescinded provided the thickness of the concrete under (a) shall be eleven (11)

inches and under (b) ten (10} inches.

(C) On MACADAM PAVEMENTS, the replacement shall be the same as for wearing surface pavements, section (b).

(12) The permittee shall replace or restore satisfactorily to the Commissioner of Public Works any pavement or other structure which may have been damaged during the
progress of the work for which the permit was issued even though such pavement or structure was not proposed (0 be disturbed at the time of the granting of the
penmt

Section 5. All applications and permits shall be in the form prescribed by the Commissioner of Public Works and shall be execated in wriplicate by the applicant,
sworn 1o before & person qualified to administer caths and shall set forth the amomnt of deposit accompanying said permit, together with a statement saving the
County harmless for any claims of whatever nature arising out of the conduct of the work to be performed under the permit.

Section 6. 1f the character of the restoration work is pot covered by the specifications herein, the Commissionsr of Public Works shall prepare such addijtional
specifications, safeguards, and conditions as may be required to be done and performed by the applicant.

Section 7. STORING BUILDING MATERIAL AND EQUIPMENT ON COUNTY ROADS: If in the course of building operations on adjacent property
it becomes necessary to store building materjals or equipment upon any County Road or portion thereof, an applicadon for a permit therefor must be made, subject
to the following terms and conditions:

In no case shall the area of the pavement nsed for such storage exceed in width twenty percent of the total width of the pavement of in length one humdred (100)
feet. Such materials or equipment as may be stored shall be neatly piled or placed, protected with adequate barricades and fHluminated, except during the daylight
hours, with red lentems or flaes, spaced at intervals of not more than ten (10) fest. Appropriate warsing signs and flares shall be kept constantly in position three

humdred (300) feet distant from the space occupied as a warning to approaching vehicles.
No building material or equipment shall be placed npon the pavernent closer than ten (10) feet to any hydrast nor upon any mashole, valve or catch bastos nor so

as to intecfere in any way with proper deainage vpon the highway.
Section 8. RULES AND REGULATIONS REGULATING THE OPERATION OF HEAVY CONSTRUCTION EQUIPMENT, INCLUDING TRACTORS,
POWER SHOVELS, ROLLERS, TRAHLERS, GRADERS AND OTHER MACHINERY WHICH DO NOT OPERATE ON PNEUMATIC TIRES:

No copstruction squipinent, exceptiag tracks, shall operate on or be hanled over any County Road unless same shall be equipped with pneumatic tires or momnted
apon & pneumatic tired trailer unless a permit therefor shall have been first obtained from the Conunissioner of Public Works. Said permit shall not be constroed as
a waiver of the provisions of the Vehicle and Traffic Law or any local ordinance relative thereto. Said permit shall provide among other things that:

{a) Each such vehicle when operated on 2 Connty Road shall be operated upoa planks, mats o other suitable cushions, accepiable to and approved by the Commissioper
of Public Works.

{b) A competent flagman shall at alI times be placed at least two hundred (200} feet distant from the operating equipment to warn approaching vehicles.
(¢) Adequate barricades and warning siges shall be erected to protect the traveling public,
(d) Any damage resulting from the operation of the cquipment shall be repaired by the Permittee to the satisfaction of the Commissioner of Public Works.

Section 9. SHADE TREES: No person, firm or corporation shall plant, remove, trim, damage or otherwise alter any shade tree or plasting on any County Road
outside of cities or villages without first obtaining approval thereof in writing from the Commissioner of Public Works,

RM
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. DRIVEWAY & CURB WORK

Section 10

{a ) In lowering carb for driveways, only bluestone, granite, or integral curb will be allowed to be cut. All concrete cueb must be removed and replaced with new concret
curbing to be the required height. ’

(b). On shonlder roads, the grade of driveway at the property Hne shonld be the same elevation as the Center ling grade of the road. Modification of this may be allowed
specifically permitted by the Commissioner.

{¢) Driveway entrance shall not begin within five (5) feet of the point where the prolongation c;f the property line meets the edge of the pavement.

(d) Single family residences are restricted to a single 12 - 18 foot driveway. No more than twe points of ingress or egress to a County Road from a single commercial ¢
industrial establishment will be permitted. Neither of the foregoing shall be more than 30° wide measwred at the pavement edge, maless special approval is obtaine
from the Commissioner. The Commissioner reserves the right, however, to require the construction of acceleration and deceleration lages together with
channelization at certain types of high traffic volume generating facilities.

(&) Driveways crossing sidewalks shall be constructed in accordance with the specifications of the Jocal municipality.
(f) Wherever a driveway apron is installed, the area from the pavement to the property line shall be paved to the satisfaction of the Comumissioner.

Section 11. EXCEPTIONS: Nothing in these rules and regulations shall be construed fo restrict or prevent the construction, maintenance or repair of any sidewalk
by a municipality nnder laws and ordinances applicable thereto except in those operations of constraction, maintenance or repair where the use of any portion of th
pavement of a County Road is affected or restricted or to restrict or prevent the adoption and enforcement of local municipal traffic control ordinances, rales am
regulations not incensistent with the provisions of Chapter 603 of the Laws of 1941, and/or subsequent revisions.

{13) The Permittee hercby deposits with the Commissionerthe sumof $.... . ... o i oo as security for the faithful performance of all the terms,
covenants and conditions on his part 1o be done and performed, which said sum shall be retained by the Commissioner until at least 30 days after the date of fina
completion and acceptance by the Corumissioner of the wotk to be done and performed pursvant o the terms of this permit.  Upen the failure or default by th
Permittee of any of the terms, covenants and conditions on his part to be done and performed said deposit may be used by the County of Westchester for any expense
incurred by the County of Westehester by reason of such failure or default on the part of the Peomittee. The Permittee agrees that such expenses as certified by the
Commissioner shall be binding npon said Permitee.

(14) The Commissioner by issuing this permit assames no Hability on his part or on the part of The County of Westchester and the Permittee shall be solely Hable for al
acts done or to be done pursvant to same.

(15} In additien to the above conditions, the Permittee shall conform to the following special requirernents for the work permitted:

SPECIAL CONDITIONS

Approval and consent {0 gant the permit is hereby given by the duly anthorized municipal representafive.

Name and Title Munlcipadity | Date

(To be executed by Contractos, if road is under construction) .
1, the duly authorized representative of Contractor, who is ender contract for improvement of the road herein meationed, do hereby approve the granting of the perrmit.

Name and Titde Firm or corporation Date

1f this application is accompanied by deposit, state same and address to whom refund is to be made.

157531 > S 200, By o e e
Supt. of Road Mainenange RM
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27-5
Original - White County of Westchester Application No. .......... ..
Duplicate Original - Canary Department of Public Works Co.Road No. . ...ooneen ...
Triplicate Original - Blue 148 Martine Ave., Rm. 522 Date
V White Plains, New York 1060t ~ UTTTTTTTTTTOOTOOOY
' ' DO NOT WRITE IN THIS SPACE
APPLICATION FOR PERMIT TO DO WORK . '
ON AND WITHIN A COUNTY ROAD AREA
(To be Executed in Triplicate)
To the County of Westchester
Departroent of Public Works:
Application is hereby made for permission, under the Westchester County
Administrative Code, 10 enter upon, construct, or open a road constructed or improved on
the County Road System of Westchester County as follows:
B o5 - v e
d Address ......................................................................... PhomeNow .. oo o e
N T B P \....Co.RANo..........
@Name) ) (Municipality)
4, LocationonRoad ... .. ... ... ... ... e e e e ey e e e et e e a e a e i e r ey s
5. Maxdmum size of opening allowed. . . . .. Lo i e e Depth ..ovviiiiin .
6. WOLK 10 DE STANC .+« 1 e e eee e e To be completed . . . ...
7. Ispavementtobedistrbed? . ... .. . L. Ll IS0, Whal E¥Pe .. v vt v i ie et irsaiir i it
Purpose of AppHCation .. .. ..o it i it e e it iatear e PSS N

...................................................................................................................

I e A T I S T I I e R L N I R T T e e N L)

9. Attach 3 copies of a sketch showing location of work, size of openings, and giving distance to nearest street intersection.

10. State Owner for whom work is being performed:

..................................................................................................................

COUNTY OF et e et e e

.............................................................................................. being duly sworn, deposes and
FE 1 T O . of the Permittee herein named; that all Insurance required by
the New York State Workmen’s Compensation and Disability Laws has been secured, and the provisions of said Laws will be applicd with during the life of this permit,

until he has fully and completely complied with all the terms and provisions of the provisions of the aforesaid Laws.
If permit §s granted, I hereby agree to comply with all terms, covenants and conditions hereinafter set forth which are attached to and form part of the permit, and to

restore the road 1o its original condition, in accordance therewith.

......................................................

Swom tobeforemethis.. ... ... .. i i
’ Applicant’s Signatore & Title

THE PERMIT WILL BE GRANTED SUBJECT TO THE FOLLOWING TERMS, CGVENANTS AND CONDITIONS
All applicants for County Permits shall file with the Pexmit Agent, 148 Martine Ave., - Rm. 522, White Plains, New York, New
York State Workmen’s Compensation Board Standard Forms €-105.2 and DB-120.1 as proof of compliance with the Workmen’s Compensation and Disability Benefits Laws,
1f an applicant or holder of 2 permit represents that e is ot mqmred to carry either 2 Workimen’s Compensation policy or a Disability Benefits policy or both, New

York State Workmen's Compensation Board Standard Form C-105.21, in duplicate, shall be filed with the Peomit Agent.
Section 37 of the Workimen's Compensation Law and Section 220, Sabdivision 8 of the Dmbﬂ}ity Benefits Law provide that a permit shall not be issued aness the

above prerequisites are satisfied,
o cC
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¢ 1) The term “Commissioner” shall mean the Comymissioner of Public Works of the County of Westchester or his avthorized representative.

(2} The term “Permittee™ shall mean the party obtaining the permit or his or jts duly authorized agems or representatives, and must be the person , firm, corporation,
district, or municipality actually performing the wark.

{3} The permit shall not be assigned or transferred except upon the written consent of the Commissioner.

{4) The work authorized by the permit shall be done 1o the complete satisfaction of the Cormissioner. In replacement of pavements, the Standard County Specifications
therefor shall be followed as more particularly set forth in Section 4 hersof,

( 5 Written notice except in emergencies shall be given by said Permittee to the Commissioner at Jeast forty-eight (48) hours in advance of the date when the work of
construction is to commence.

( 6) The Permittee shall indemnify #nd save harmless the Counky, local municipality and improverent district from all claims, liens, suits, Toss or damage of every kind
whatsoever, whether direct or indirect , which may axise by reason of the granting of this permit,

{7} The Permittee agrees, in consideration of the granting of the perroit, that any present or future damage, injury to or disturbarice of the highway, its pavements, slopes or
gutters, cansed by placing of any structures parsuant to the teans of the permit, shall be immediately repaired by the Permittee at his ar its own expense and to the satis-
faction of the Commissioger.

{ 8) The Permittee agrees to pay all necessary expenses that may be incwered by the County in comnection with the work to be done under the permit, which payment shall
be made within ten (10) days after the sending of a statement of expenses as certified by the Comimissioner and, if not paid by the Permittee, the said expenses shall be
deducted from the deposit as herein otherwise provided for. Where work of an extepsive or difficult nature is involved the Permittee may be required to pay the costs
of a full or part time Inspector to be designated by the Commissioner to inspect the work for the purpose of protecting the County’s interest.

(9 In case the final paverment has not been placed when opening is made, where the road improvement is under contiact, the Perngitiee agrees to reimburse the road
contractor for such additional costs of reinforcing steel in pavement, when placed , as are required by the Commissioner.

(10) The Commissioner reserves the right to revoke or cancel the permit at any time should the Permittee fail to comply with say of the terms, agreements, covenanis and
conditions thereof.

(1) A vfully executed copy of this peomit must be in possession of the parties actually doing the work. It must be exhibited on demand to the Commissioner or his
representative,

(12) The permit does not grant penmsmm for connections to water or sewer mains, etc. Such pemms must be obtained from the local nrunicipality or improvement district
prior to and in addifion to permit for street openings applied for herewith.

{13} Vehicular traffic shail be maintained on any section of the road disturbed by the Permittee at all times duzing the term of this permit.

{14) The contractor assumes all fisks in the operation covered by the permit and shall be solely responsible and answerable in damages for all accidenss or injudes to
person or property of whatsoever kind and nature, whether direct or indirect, arising out of any operations under the permit, even thongh said accidents or injures to
person or property are or may be due, in whole or in part, to the County of Westchester, its agents, servanis or employees.

SECTION 4. THE WORK TO BE DONE AND PERFORMED PURSUANT TO THE PERMIT SHALL BE
DONE ACCORDING TO THE FOLLOWING SPECIFICATIONS AND CONDITIONS:

(1) All locations and time of performing the work shall be approved by the Commissioner.

{2) The Permittee shall arrange his or its work so as fo cavse a minimumm of inconvenience and delay to vehiculer traffic. The Conwsissioner reserves the right to order the
repaoval of any andfor all obstructions to traffic on Saturdays, Sundays, Holidays and other periods of unusually heavy traffic volumes. The permittee shall erect and
aintain suitable barricades to adequately delineate and protect the site during and in which his or its work is in progress. Warning flags, signs, Hlashing yellow lights
and watchmen shall be provided as necessary. Excavated material should be stored in neat piles, so placed as to cause the least interference with the use of the
roadway or sidewalks. Where the free flow of waffic is interfered with, the permiitec shall place and maiatain traffic control devices pursnant to provisions of
sections 1680 and 1682 of the New York State Vehicle and Traffic Law. All traffic control associated with maintenance, repair, and construciion, within the highway
lirnits, shall be carried out in accordance with standards set forth in the New York Siate Manual of Unifonmn Traffic Control Devices, latest revision. The Comunissioner
reserves the right to order the correction of any unsafe condition and the installation of additional signs, Jights or other traffic control devices.

{3) Unless otherwise permitted, tight sheathing at lzast two (2) inches in thickness shall be placed in all trenches having a depth in excess of four (4) feet and within three
(3) feet of any pavement or other highway strncture which is proposed to remain in place exeept where excavation is #n rock. Sheathing shall be secarely fastened in
place with whalers and braces during all operations and shall be drivea to a depth one (1) foot below the lowest part of the structure proposed to be installed as the
excavation progresses. In all such excavations having a depth in excess of six (6) feet, such sheathing shall be left in place with a cutoff line eighteen (18) inches below
ground surface. In the trenches having a depth of more than three (3) feet and less than six {6) feet the sheathing shall be left in place if ordered by the Commissionex
of Public Works. Sheathing may be omitted when permitted by the Commissioner if the edge of the proposed trench is offset from the nearest edge of the pavement o1
other structure by a distance at Jeast equal to the vertical depth of the trench as measured from the highest point of the adjacent pavement or stracture,

{4> Backfilling around completed structoves shall be made of selected material, free from loose stones, as soon as the structure has attained sufficient strength to preclude
injury and shall be made in successive horizontal layers not exceeding six (6) inches in depth. Each layer shall be thoroughly compacted by tamping to the satisfac-
ton of the Commissioner. No frozen material shall be used in the backfill. Special care shall be taken to thoroughly compact the portion directly nnder the
hawnches, around the sides and for a depth of one (1) foot over pipes or ducts. No rock shall be placed in the backfill within twelve (12) Inches of a pipe or doct. H
permitted by the Commissioner, the backiilling of trenches may be thoroughly puddled by depositing the earth in water. No backfilling of trenches by scrapers or othel
machinery will be allowed except that on longitudinal trenches outside the pavernent limits; the use of power backfiflers mounted on pneumatic tires may be nsed if
provisions are made for adequate compaeting of filled material. The work shall be so carried on that not over 300 linear feet of trench shall xemalin open af any time.
unless otherwise authorized by the Commissioner.

(5) All surplus excavated materfal and debris shall be cleaned up and removed from the site of the work upon the completion of work by the Permittes, leaving the site oi
the work in a neat and orderly condition.

{ 6) Where topsoil, seeded arcas or sod are disturbed in the excavating, Permittee shall restore the ground surfaces to the same conditions.

{ 7x Manhole covers, frames and other struchwes placed within the roadway shall be of sufficient weight and strength and a suitable type and stability approved by the
Conurdssioner and shall be set flush with the surface of the pavement.

{8) The Permittes shall repair and maintain at his or its expense any present or future disturbance of a roadway and pavement which may have been caused by work dame
pugsuant o the terms of the permit herein, said maintenance fo cover a period of thirty (30) days afier completion of the work,

CC
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{9) All small pipes or conduits crossing roadway pavements shall, wherever passible, be driven beneath the pavement, without disturbances to the surface. Such pipes or
conduits shalf be enclosed in sleeves or larger pipes so that requived replacement may be made in the foture without disturbance to the pavement. For the purpose of
driving such pipes or conduits, 80 opening of trench shall be made closer than two (2) feet 1o the edge of the pavement. Tunneling under the pavement is prohibited.
Diriving of pipes or conduits having a dimension greater than eight (8) inches shall be permitted oaly under such special terms and conditions as the Commissioner
may prescribe.

(10) Permanent restoration of the finished pavement shall not be made uatil complete settlement of the trench backfill shall bave taken place, as directed by the Commissioner.
Irnmediately after backfilling the tench, an acceptable mporary repair of cold patch, bitwninous macadam or other acceptable flexible pavement material shall be
placed which shall be maintained even with the roadway surface until permanent restoration of the pavement is ordered by the Commissioner, If ordered by the
Commissionar, cement concrete may be substituted for bituminous materials in teraporary replacemments.

(11) At such times as directed by the Commissioner, the permanent replacement of pavement shall be made under the supervision and inspection of the Commissioner, as
follows:
(A} On CONCRETE PAVEMENTS, which become undermined or broken, the slabs shall be completely replaced on a prepared foundation with reinforced concrete nine
(9) in. thick in the proportion of 1:2:3 1/2 using High Early or Quick Setting Cement mixed by machine for at least 2 minutes. Materials and proportioning of
aggrepate shall be inspected and approved by the Commissioner.
When cross-trenches are excavated vertically, withont nadercutting the concrete pavements, the slab shall be neatly cnt back a distance of at least two (2) feet on
each side of the outer walls of the trench and replaced with a reinforced concrete patch. Where any portion of a patch is nearer than eight (8) feet from an expansion
joint, the paich shall be extended to the joint. Where longitudinal trenches have been wade in concrete pavements, the entire slab shall be replaced.
In any event the new patch must rest upon undisturbed subgrade for at least two {2) feet in all directions from the excavated area, and must be at Ieast ten (10)
feet long as measured parallel fo center line of the pavement. In removing portions of slabs or reinforced concrete, care shall be taken not to remove ail the
reinforcing metal. New reinforcing shall be carefully tied and bonded to old reinforcing steel when making restorations. All reinforcement shall be 3/8” construction
bars, spaced 14” in each direction. Approved premoulded expansion joints shall be inserted where directed and all construction joints shall be powred with an accept~
able asphaltic material. The concrete shall be completely wetted after placing and covered with six (6) inches of hay and kept continuonsly satusated for ten (10) days.
The use of an approved high early- strength cement placed under approved methods, may be required by the Comrissioner for certain concrete pavement replacements
where the delay and inconvenience to traffic is of sofficient importance to warrant same. Satisfactory curing of the concrete is of the greatest importance.

(B On WEARING SURFACE PAVEMENTS (Asphaltic Concrete and blacktops, Granite biocks, Asphalt Blocks , Brick, etc.) a concrete foundation eight (8) inches in
thickness shall be placed on a prepared foundation, in the proportion of 1:2 1/2:5, using High Farly or Quick Setting cement in the same manner as reinforced concrete
pavernents, The concrete shall be reinforced with approved wire mesh 3/8” reinforcing bars, placed 2* above bottom of concrete. This replacernent shall cover an area
for a distance of not less than two (2) feet on each side of the outer walls of the trench as excavated and must be at least ten (10) feet Jong as measwed paralle] to
center line of pavement. This concrete foundation shall be completely wetted after placing and kept covered with six (6) inches of hay and kept continuoasly saturated
for eight (8) days, Affer this curing Is completed, a wearing surface equivalent to pavement removed shall be placed in accondance with Standard County Specifications,

as directed by the Commissioner.
At the option of the Permittee the requirement of steel rinforcement is heraby rescinded provided the thickness of the concrete under (a) shall be eleven (11)

inches and under (b) ten (10) inches.
(C} On MACADAM PAVEMENTS, the replacement shall be the same as for wearing surfece pavements, section (b).

(12) The permittee shall replace or restore satisfactorily to the Commissioner of Public Works any pavement or other structure which may have been damaged during the
progress of the work for which the permit was issued even though such pavement or structure was not proposed to be disturbed at the time of the granting of the
permit.

Section 5. All applications and pernits shall be in the form preseribed by the Commissioner of Public Works and shall be execated in triplicate by the applicant,
swom to before a person qualified to administer caths and shall set forth the amount of deposit accompanying said permit, together with a siatement saving the
County harmless for any claims of whatever nature arising out of the conduct of the work 10 be performed under the permit.

Section 6. If the character of the restoration work is not covered by the specifications heretn, the Commissioner of Public Works shall prepare such additional
specifications, safeguards, and conditions as may be required to be done and performed by the applicant.

Section 7. STORING BUILDING MATERIAL AND EQUIPMENT ON COUNTY ROADS: If in the course of building operations on adjacent propesty
it becomes necessary to store building materials or equipment upon any County Road or portion thereof, an application for a permit therefor must be made, subject
to the following ferms and conditions: ,

In no case shall the area of the pavement used for such storage exceed in width twenty percent of the total width of the paverent or in length one hundred (100)
feet. Such materials or equipment as may be stored shall be neatly piled or placed, protected with adequate barricades and Huminated, except during the daylight
bouwrs, with red lantermns or flares, spaced at intervals of not more than ten (10) feet. Appropriate warning signs and flares shall be kept constantly in position three
handred (300) feet distant from the space occupied as a warning fo approaching vehicles.

No building material or equipment shall be placed upon the pavement closer than ten (10) feet to any hydrant nor upon any mashole, valve or catch basins nor so
ag to interfere in any way with proper dminage upon the highway.

Section 8. RULES AND REGULATIONS REGULATING THE OFERATION OF HEAVY CONSTRUCTION EQUIPMENT, INCLUDING TRACTORS,
POWER SHOVELS, ROLLERS, TRAILERS, GRADERS AND OTHER MACHINERY WHICH DO NOT OPERATE ON PNEUMATIC TIRES:

No construction equiprment, excepting tracks, shall operate on or be hanled over any County Road unless same shall be equipped with pneumatic tires or monated
apon 2 prepmatic tired trailer unless a permit therefor shall have been first obtained from the Commissioner of Public Works. Said permt shall not be consirued as
a waiver of the provisions of the Vehicle and Traffic Law or any local ordinance relative thereto. Said permit shall provide among other things thatz

{a) Bach such wehicle when operated on a Connty Road shall be operated upon planks, mats or other suitable cushions, acceptable to and approved by the Commissioner
of Public Works.

(b} A competent flagman shall at all times be placed at least two hundred (200} feet distant from the operating equipment to warn approaching vehicles.
{c) Adequate barricades and warning signs shall be erected to protect the traveling public.
{d) Any damage resulting from the operation of the equipment shall be repaired by the Permittee to the satisfaction of the Commissioner of Public Works.

Section 9. SHADE TREES: No person, finm or corporation shall plant, remove, trim, damage or otherwise alter any shade tree or planting on any County Road
outside of cities or villages without first obtaining approval thercof in writing from the Commissioner of Public Works.

CC
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. DRIVEWAY & CURB WORK

Section 10

(a } In lowering carb for driveways, only bluestone, granite, or integral curb will be allowed to be cut. All concrete curb must be removed and replaced with new concret
curbing to be the required height.

{b) On shonlder roads, the grade of driveway at the property line should be the same elevation as the Center line grade of the road. Modification of this may be allowed
specifically permitted by the Commissioner.

{¢) Driveway entrance shall not begin within five {5} feet of the point where the prolongation of the property line meets the edge of the pavement.

{d) Single family residences are restricted to 2 single 12 - 18 foot driveway. No more than two points of ingress or egress to 2 County Road from a single commercial ¢
industrial establishment will be permitted. Neither of the foregoing shall be more than 30° wide measured at the pavement edge, wiless speclal approval is obtaine
from the Commissfoner. The Cormmissioner reserves the right, however, 1o require the construction of acceleration and deceleration lanes together with
chanvelization at certain types of high traffic volume generating facilities.

(&) Driveways crossing sidewalks shall be constructed in accordance with the specifications of the local rumicipality.
(D Wherever a driveway apron is installed, the area from the pavement to the property line shall be paved to the satisfaction of the Commissioner.

Section 11. EXCEPTIONS: Nothing in these rules and regulations shall be construed to resivict or prevent the construction, ieaintenance or repair of any sidewalk
by a romuicipality uader Jaws and ordipances applicable thereto except in those operations of construction, maintenance or repair where the use of any portion of
pavement of a County Road is affected or restricted or to restrdct or prevent the adoption and enforcement of Iocal municipal traffic control ordinances, rules am
regulations not inconsistent with the provisions of Chapter 605 of the Laws of 1941, and/or subsequent revisions.

(13) The Permittee hereby deposits with the Commissioner the sum of $... .. ... .ot veiiiiiinaeraanaes .as security for the faithful performance of all the terms,
covenants and conditions on his part to be done and performied, which said sum shall be retaived by the Commissioner until at least 30 days after the date of fina
completion amd acceptance by the Comunissioner of the work to be done and performed purspant to the terms of this peomit.  Upon the faflure or default by the
Permittee of any of the terms, covenants and conditions on his part to be done and performed said deposit may be used by the County of Westchester for any expenst
incorred by the Comnty of Westchester by teason of such failare or default on the part of the Permittee. The Permittee agress that such expenses as certified by the
Commissioner shall be binding upon said Permitee.

{14) The Commissioner by issuing this permit assumes no lability on his part or on the part of The County of Westchester and the Permittee shall be solely lisble for al.
acts done or to be done pursuant fo sams,

(15) In addition to the above conditions, the Permittee shall conform to the following special requirements for the work permitted:

SPECIAY. CONDITIONS

Approval and consent to grant the permit is hereby given by the duly authorized municipal sepresentative.

(1o be exeeuted by Conirackos, if road is under constraction] .
1, the duly authorized representative of Contractor, who is nadex contract for improvement of the road herein mentioned, do hereby approve the granting of the permit.

{Nams]) {Address)

APPROVED FOR ISSUANCE - COUNTY OF WESTCHESTER - DEPARTMENT OF PUBLIC WORKS

Supt, of Road Maintenance C C






